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•
Aficio 20bO

Aficio 20&05 P* •

Configured to Meet the Demands of Today’s Workgroups

Shown with Large Capacity Tray,
50-Sheet Finisher and 

9-Bin Mailbox

*SP Model includes Scan/Print Kit,
384MB Total RAM

OPTIONS:
•  50-Sheet Finisher (SR850)

•  100-Sheet Finisher (SR841)

•  Saddle Stitch Finisher (SR861)

•  Z-Fold Unit (with SR861 only)

•  2/3 Hole Punch Unit

•  Large Capacity Tray

•  9-Bin Mailbox 
(with SR850/SR861 only)

FEATURES:
•  Auto Image Density 

•  Auto Paper Select 

•  Auto Reduce/Enlarge

•  Auto Start

•  Auto Tray Switching

•  Border/Center Erase

•  Chapters

•  Combine Originals

•  Copy Counter

•  Delete inside/outside

•  Directional Size Magnification

•  Document Server

Shown with Saddle Stitch Finisher,
Large Capacity Tray, Interposer,

and Z-Fold Unit

*SP Model includes Scan/Print Kit,
384MB Total RAM

OPTIONS:
•  50-Sheet Finisher (SR850)

•  100-Sheet Finisher (SR841)

•  Saddle Stitch Finisher (SR861)

•  Z-Fold Unit (with SR861 only)

•  2/3 Hole Punch Unit

•  Large Capacity Tray

•  9-Bin Mailbox 
(with SR850/SR861 only)

Shown with Large Capacity Tray 
and 100-Sheet Finisher

*SP Model includes Scan/Print Kit,
384MB Total RAM

OPTIONS:
•  50-Sheet Finisher (SR850)

•  100-Sheet Finisher (SR841)

•  Saddle Stitch Finisher (SR861)

•  Z-Fold Unit (w/SR861 only)

•  2/3 Hole Punch Unit

•  Large Capacity Tray

•  9-Bin Mailbox 
(with SR850/SR861 only)

•  Double Copy 

•  Dual Language 

•  Duplexing

•  Electronic Sort

•  Energy Saver Mode

•  Estimated finishing time counter

•  Image Shift

•  Job Interrupt

•  Job Preset (up to 8 jobs)

•  Margin Adjustment

•  Original Counter

•  Paper Designate

•  Photo Mode

•  Repeat Copy

•  Sample Copy

•  Scan Once, Print Many

•  Series Copying

•  Slip Sheets

•  Stamping

•  User Codes (500)

•  User Program

•  User Tools

•  Weekly Timer

Expect the Best,
and Accept 
Nothing Less
The Ricoh Aficio 2051/2060/2075
Series allows you to make
significant gains in your quest 
to successfully manage the
document workflow and productivity
needs of your increasingly
demanding business environment.
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General Specifications
Printing Process: Four laser beams and electro-photographic printing 
Configuration: Console 
Standard Memory: 128MB/40GB HDD
Maximum Memory: 384MB/40GB HDD
Warm Up Time: 30 seconds (from power off)
Quantity Indicator: 1 to 999
Power Source: 120V/60Hz/20A (Requires Dedicated 20A Outlet)
Dimensions (WxDxH): 28" x 30" x 46"
Weight: Less than 447.5 lbs.
Standard Paper Feed: 1st Tray: 1550 sheets, x 2 (tandem) = 3,100 (Letter)

2nd & 3rd Tray: 550 ea. (User Adjustable)
Bypass: 100 sheets
Total Standard/Max: 4,300 / 8,300 sheets
Paper Size: 51/2" x 81/2" to 11" x 17" (12" x 18" Bypass Tray)
Paper Weight: 14lb. – 34 lb. Bond/14 lb. – 80 lb. Cover (216 g/m2 /

Bypass-Thick Paper Mode)

Engine Specifications
First Copy Speed: Aficio 2051/2060: 4.2 seconds

Aficio 2075: 3.5 seconds
Copying Speed: Aficio 2051: 51 copies/minute multiple sets (Letter LEF)

Aficio 2060: 60 copies/minute multiple sets (Letter LEF)
Aficio 2075: 75 copies/minute multiple sets (Letter LEF)

Copy Resolution: True 1200 x 1200 dpi
Grayscale: 256 levels
Original Type: Book/Sheet
Original Size: Up to 11" x 17" (12" x 18" Using Platen)
Copy Size: 51/2" x 81/2" to 11" x 17" (12" x 18" Bypass Tray)
Reproduction Ratios: 50%, 65%, 73%, 78%, 85% 93%, 121%, 129%,

155%, 200%, 400%
Zoom: 25% – 400% in 1% increments

System Accessories

Automatic Document Feeder (Standard)
Original Size: 51/2" x 81/2" to 11" x 17"
Original Paper Weight: 11 lbs. – 34 lbs. Simplex/14 lbs. – 34 lbs. Duplex
Original Stack Capacity: 100 sheets

Options

Large Capacity Tray (LCT) (RT43)
Paper Size: 81/2" x 11" LEF
Paper Weight: 14 – 34 lb.
Paper Capacity: 4000 sheets (20 lb. Bond)
Dimensions (WxDxH): 12.4" x 18.0" x 25.9"
Weight: Less than 44 lbs.

LG (81/2" x 14") Option for LCT Type 1075
Enables the feeding of legal-size (8.5 x 14) paper through LCT

Paper Size: 81/2" x 14", 81/2" x 11" SEF
Paper Capacity: 2500 sheets (20 lb. Bond)

9-Bin Mailbox (CS390)
Compatible with SR850 & SR861 Finishers. Cannot be added if configured with SR841 Finisher.

Number of Bins: 9 bins
Stack Capacity per bin: 100 sheets (20 lb. Bond)
Paper Size: 51/2" x 81/2" to 11" x 17"
Dimensions (WxDxH): 21.3" x 23.6" x 26"
Weight: Less than 33 lbs.

Copy Tray (Copy Tray Type 1075)
Copy Tray is an option to receive output when configured without a finisher.

Paper Capacity: 500 sheets (81/2" x 11"),
250 sheets (81/2" x 14", 11" x 17")

Dimensions (WxDxH): 16" x 13.4" x 2.8"
Weight: 1.4 lbs.

11" x 17" Paper Size Tray Type 1075
Enables feeding of 11" x 17" and 81/2" x 14" paper from Tray 1, normally tandem 81/2" x 11" only.

Paper Size: 11" x 17" SEF, 81/2" x 14" SEF, 81/2" x 11"
Paper Capacity: 1000 sheets
Dimensions (WxDxH): 19.5" x 8.5" x 21.1"
Weight: 24.3 lbs.

Tab Sheet Unit (Tab Sheet Holder Type 1075)
Necessary to feed tab sheets from Tray 2 or Tray 3 (Both trays cannot feed tabs).

Dimensions (WxDxH): 10.8" x 4.3" x 2.8"
Capacity: 100 sheets
Weight: .55 lbs.

3000 Sheet Finisher w/100-Sheet Stapler (SR841)
Proof Tray
Stack Capacity: 500 sheets (81/2" x 11" or smaller),

250 sheets (81/2" x 14" or larger)
Paper Size: 5 1/2" x 81/2" – 11" x 17"
Paper Weight: 14 lb. Bond – 80 lb. Cover (216 g/m2)

Shift Tray 
Stack Capacity: 3000 sheets (81/2" x 11"); 

1500 sheets (81/2" x 14" – 11" x 17")
Paper Size: 51/2" x 81/2" – 11" x 17"
Paper Weight: 14 lb. Bond – 80 lb. Cover (216 g/m2)

Stack Capacity with Stapler
Staple Capacity per set: 100 sheets (LT); 

50 sheets (11" x 17", 81/2" x 14", 81/2" x 11" SEF)
Staple Positions: Top, Bottom, 2 staples, Top Slant

Hole Punching Option (Punch Unit Type 1075)
Hole Positions: 2 or 3 holes switchable
Paper Size: 51/2" x 81/2" – 11" x 17"
Paper Weight: 14 lb. – 34 lb. Bond
Dimensions (WxDxH): 31.5" x 28.7" x 38.6"
Weight: 143 lb. Finisher only

Output Jogger Unit Type 1075
Secures each finished set in an orderly fashion. Available with SR841 only

3000 Sheet Finisher w/50-Sheet Stapler (SR850)
Proof Tray
Stack Capacity: 250 sheets (81/2" x 11" – 51/2" x 81/2"),

50 sheets (81/2" x 14" – 11" x 17")
Paper Size: 51/2" x 81/2" – 11" x 17"
Paper Weight: 14 lb. Bond – 90 lb. Index

Shift Tray
Stack Capacity: 3000 sheets (81/2" x 11"); 

1500 sheets (81/2" x 14" – 11" x 17")
Paper Size: 51/2" x 81/2" – 11" x 17"
Paper Weight: 14 lb. Bond – 80 lb. Cover (216 g/m2)

Staple Capacity
Same Paper Size: 50 sheets (81/2" x 11" or 51/2" x 81/2")

30 sheets (11" x 17", 81/2" x 14")
Mixed Paper Size: 30 sheets (51/2" x 81/2", 81/2" x 11", 11" x 17")
Staple Position: Top, Bottom, 2 staples, Top Slant

Hole Punching Option (Punch Unit Type 1045)
Hole Positions: 2 or 3 holes switchable
Dimension (WxDxH): 27.6" x 24.4" x 37.8"
Weight: 132.3 lbs. – Saddle stitch without punch

136.7 lbs. – Saddle stitch with punch

3000 Sheet Finisher with Saddle Stitch (SR861 Finisher)
Proof Tray
Stack Capacity: (1) Not Including Z-Fold Paper

250 sheets (81/2" x 11" or smaller)
50 sheets (81/2" x 14" or larger)

(2) Z-Fold Paper Only
30 sheets (81/2" x 14" or larger)
20 sheets (81/2" x 11" or smaller)

(3) Mixed*
250 sheets at most (81/2" x 11" or smaller)
50 sheets at most (81/2" x 14" or larger)

*When Z-Fold paper & normal paper are mixed, Z-Fold paper counts as 10 sheets.

Paper Size: 51/2" x 81/2" – 11" x 17" 
(81/2" x 11" – 11" x 17" Z-Folding Paper)

Paper Weight: 14 lb. Bond – 90 lb. Index 
(17 lb. Bond – 20 lb. Bond / Z-Fold)

Upper Shift Tray*: 500 sheets (81/2" x 11")
250 sheets (81/2" x 14", 11" x 17")
100 sheets (51/2" x 81/2")

Z-Fold Paper cannot be output to Upper Shift Tray

Paper Size: 51/2" x 81/2" – 11" x 17"
Paper Weight: 14 lb. Bond – 90 lb. Index

Lower Shift Tray
Stack Capacity: (1) Not Including Z-Fold Paper

2,500 sheets (81/2" x 11" LEF)
1,250 sheets (81/2" x 14", 11" x 17", 81/2" x 11" SEF)
500 sheets (A5 LEF)
100 sheets (51/2" x 81/2")

(2) Z-Fold Paper Only
30 sheets (81/2" x 14" or larger)
20 sheets (81/2" x 11" or smaller)

(3) Mixed*
2,500 sheets (81/2" x 11" LEF)
1,250 sheets (81/2" x 14", 11" x 17", 81/2" x 11" SEF)
500 sheets (A5 LEF)
100 sheets (51/2" x 81/2")

*When Z-Fold paper & normal paper are mixed, Z-Fold paper counts as 10 sheets.

Paper Size: 51/2" x 81/2" – 11" x 17"
Paper Weight: 14 lb. Bond – 80 lb. Cover (216 g/m2) 

(17 lb Bond – 20 lb. Bond Z-Fold)

Staple Capacity
Same Paper Size: 50 sheets (81/2" x 11" or smaller)

30 sheets (81/2" x 14" or larger)
Mixed Paper Size: 30 sheets (81/2" x 11", 11" x 17")
(not including Z-Fold Paper)

Z-Fold Paper Only: Up to 5 sheets per set (81/2" x 11", 11" x 17")
Mixed Paper Size*: 5 with Z-fold / 0 without Z-folding
(including Z-Fold Paper) 4 with Z-fold / 0–10 without Z-folding

3 with Z-fold / 0–20 without Z-folding
2 with Z-fold / 0–30 without Z-folding
1 with Z-fold / 0–40 without Z-folding

*When Z-Fold paper & normal paper are mixed, Z-Fold paper counts as 10 sheets.

Saddle Stitch: 15 sheets (81/2" x 11" – 11" x 17")
Staple Position: Top, Bottom, 2 staples, Top Slant
Saddle Stitch Position: Center 2 positions
Center Folding w/o stitch: 1 sheet

Hole Punching Option (Punch Unit Type 1045)
Hole Positions: 2 or 3 holes (switchable)
Dimension (WxDxH): 27.6" x 24.4" x 37.8"

Cover Interposer Tray (Type 1075)
Available with all three finishers.

Paper Size: 51/2" x 81/2" – 11" x 17"
Paper Weight: 17 lb. Bond – 110 lb. Index
Paper Capacity: 200 sheets (20 lb. Bond)
Paper Set: Center position
Dimensions (WxDxH): 19.7" x 24.4" x 7.9"
Weight: 26.5 lbs.

Z-Folding Unit (Type 2105)
Compatible with SR861 Finisher only. Cannot be added if configured with SR841 or SR850.

Z-Folding Position: Right Fold, Left Fold, Bottom Fold
Paper Size: 81/2" x 11" SEF / 81/2" x 14" SEF / 11" x 17" SEF

Copy Connector (Type 2105)
Connect two machines together via cable.

File Format Converter (Type B)
Required when retrieving Document Server data stored via Copy or 
Print application.

Print Controller Specifications
Print Speed: Aficio 2051: 51 prints/minute

Aficio 2060: 60 prints/minute
Aficio 2075: 75 prints/minute

CPU: Duron 800 MHz
Host Interface: Standard: Ethernet Network Interface Card 

10Base-T/100Base-TX, Parallel IEEE1284 Type C
Optional: Wireless LAN Interface (IEEE 802.11b),
USB 2.0, IEEE 1394, Bluetooth

Network Protocol: TCP/IP, IPX/SPX, SMB, Apple Talk
Memory Capacity: 384 MB DDR-SDRAM (Standard 128MB + Required

256MB Memory Option)
PDL: RPCS, PCL 5e/PCL6 (Standard)

Adobe PostScript 3 (Optional)
Print Resolution: PCL5e: 600/300 dpi

PCL6: 1200/600 dpi
PS3: 1200/600 dpi
RPCS 300/600/1200 dpi

Drivers for PCL 5e: Win9x/ME, Win2000, WinNT 4.0, WinXP,
WinServer 2003

Drivers for PS3: Win9x/ME, Win2000, WinNT4.0, WinXP, WinServer
2003, Macintosh 8.6-9.2x (OS X Classic),
Mac OS X Native (v. 10.1 or later)

Drivers for PCL 6: Win9x/ME, Win2000, WinNT 4.0, WinXP,
WinServer 2003

Drivers for RPCS: Win9x/ME, Win2000, WinNT 4.0, WinXP,
WinServer 2003

Scanner Specifications
Scan Speed: 75 sides/minute (Aficio 2051/2060/2075)
Optical Resolution: 100 dpi – 600 dpi (1,200 dpi with TWAIN)
Output Format: PDF, TIFF, JPEG
Interface Support: Standard: 10Base-T/100Base-TX; Optional: Wireless LAN

Interface (IEEE 802.11b), IEEE 1394 (“IP Over 1394”)
Bundled Drivers: Network TWAIN
Scan-to-Email: Yes, up to 500 addresses per send
LDAP Support: Yes, Version 2/Version 3
Max Stored Destination 2,000
Addresses:

Authentication: SMTP / POP before SMTP
Scan-to-Folder: Yes, up to 50 folders per job
Protocol Support: SMB (Server Message Block), FTP (File Transfer Protocol)

Ricoh Corporation, Five Dedrick Place, West Caldwell, NJ 07006
Phone: (973) 882-2000 • Web Site: http://www.ricoh-usa.com Printed in U.S.A on recycled paper because Ricoh cares.

EPA 2000 Office Products Partner of the Year (5TH consecutive year)
EPA 2000 Labeling Partner of the Year
Ricoh Corporation has determined that this product 
meets the Energy Star® guidelines for energy efficiency.

Windows® and Windows® 95/98/Me/NT4.0/2000/XP/Server 2003 are registered trademarks of Microsoft Corporation.
Ricoh® is a registered trademark of Ricoh Company, Ltd. All other trademarks are the property of their respective owners.




