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STANDARD MODEL
Copying Process Digital Electrostatic Photographic Method 

(Dry Process)
Copying System Toshiba Color Inline Printing System: Scan 

Once/Print Many, Dual Compression Imaging
Technology, 4-Beam Laser Unit, Single Pass 
4-Drum Tandem Design

Copy Resolution 9,600 x 600 dpi Equivalent Marking Engine; 
256 Gradations

Scan Resolution 600 x 600 dpi; 1,024 Gradations
Type Console
Copy Speed (e-STUDIO2100c) 21 CPM Letter (Color)/31 CPM (Black & White)
Print Speed (e-STUDIO2100c) 21 PPM (Color)/31 PPM (Black & White)

(with Optional Fiery® Controller)
Copy Speed (e-STUDIO3100c) 31 CPM (Color/Black & White)
Print Speed (e-STUDIO3100c) 31 PPM (Color/Black & White) 

(with Optional Fiery® Controller)
First Copy Out Time* 9.5 Seconds
Warm-up Time 4 Minutes
Multiple Copying Up to 999 Copies
Reduction/Enlargement 25% to 400%
Maximum Original Size Ledger
Minimum & Maximum Cassette: Ledger/Statement-R (17 lbs. Bond–
Paper Size 90 lbs. Index) (Letter OHP from Upper Cassette) 

Stack Feed “Smart” Bypass: 12” x 18”, Statement-R 
(Up to 158 lbs. Index) 

Large Capacity Feeder: Letter 
(17 lbs. Bond–90 lbs. Index)

Maximum Paper Capacity 4,030 Sheets. Cassette: 4 x 600 = 2,400 
Large Capacity Feeder: 1,500 
Stack Feed“Smart” Bypass: 130

Displays LCD that Displays Interactive Screens with Touch 
Sensitive Keys for Making Copy Job Selections

Color Modes Auto Color Selection Mode,
Full Color Mode, Black Mode

Color Image Adjustment Hue Adjustment, Saturation Adjustment, Color 
Balance Adjustment, RGB Adjustment, Sharpness
Adjustment, Background Adjustment, One Touch 
Adjustment, Mono Color Adjustment

Dimensions (H x W x D) 39.4” x 34.2” x 29.6”
Weight Approximately 413 lbs.
Power Supply 120 Volts, 20A
Power Consumption Maximum 2.0 kW
Photoconductor Organic Photoconductors (4-Drums)
Maximum Monthly Duty Cycle 40,000 Pages (e-STUDIO2100c),

60,000 Pages (e-STUDIO3100c)

*Single copy via glass from upper Letter cassette without prescan function.
Designs and specifications subject to change without notice. For best results and reliable 
performance, always use supplies manufactured or designated by Toshiba. Not all options 
and accessories may be available at the time of product launch. Please contact a local 
Authorized Toshiba Dealership for availability. Toner yields are estimates, based on 24% color 
and 6% black coverage, letter-size page. Driver and connectivity feature support varies by client/net-
work operating system. Companies and products may have registered trademarks 
and hereby acknowledged.

OPTIONS
Fiery® S300 Controller GA-1131
Processor Intel® Pentium® IV 2 GHz
Memory (RAM) 256 MB (Standard), 1 GB (Maximum)
Hard Disk 60 GB or Larger
Printing Resolution (Color, B/W) 600 x 600 dpi
Gradation 256 Steps
Printing Speed (Color, B/W) 21/31
Printer Drivers Windows® 98, Me, Windows® NT 4.0, 2000, XP,

Server 2003 (32 Bit), Macintosh® OS 9.0-OS X (10.2.4-10.3)
Browser Internet Explorer 5.x or Later,

Netscape Communicator 4.7x or Later
Network Interface 10BaseT, 100BaseTX, 1000BaseT (RJ45)
Network Protocol TCP/IP, IPX/SPX, AppleTalk®

PDL Adobe® PostScript® 3™, PCL6c®

Fiery® X3e+ Controller GA-1121
Processor Intel® Pentium® III 850 MHz
Memory (RAM) 256 MB (Standard), 512 MB (Maximum)
Hard Disk 20 GB or Larger
Printing Resolution (Color, B/W) 600 x 600 dpi
Gradation 256 Steps
Printing Speed (Color, B/W) 21/31
Printer Drivers Windows® 98, Me, Windows® NT 4.0, 2000, XP,

Server 2003 (32 Bit), Macintosh® OS 9.0-OS X (10.2.4-10.3)
Browser Internet Explorer 5.x or Later,

Netscape Communicator 4.7x or Later
Network Interface 10BaseT, 100BaseTX, (RJ45)
Network Protocol TCP/IP, IPX/SPX, AppleTalk®

PDL Adobe® PostScript® 3™, PCL6c®

OTHER OPTIONS
MR-3006A Reversing Automatic Document Feeder (RADF)
Automatic Mode Stack of Up to 50 Letter/Letter-R Size Originals,

25 Sheets Legal or Ledger Size Originals (20 lbs.)
Reversing Mode Automatically Refeeds Two-Sided Originals 

for One-Sided Copying or Two-Sided Copying
MD-5007 Automatic Duplexing Unit 
Media Size Statement-to-Ledger (17–28 lbs.)
MP-1503LT Large Capacity Feeder
Paper Supply 1,500 Sheets
Paper Size Letter (17 lbs. Bond–90 lbs. Index)
MJ-1020 Saddle-Stitch Finisher
Paper Size Ledger-to-Statement-R 

(Staple: 28 lbs., Non-Staple: 158 lbs. Index)
Tray Capacity 1st Bin: 1,000 Sheets (LT, ST-R), 500 Sheets 

(LT-R, LG, LD); 
2nd Bin: 1,000 Sheets (LT, ST-R), 500 Sheets
(LT-R, LG, LD)

Cascade Yes
Offset Yes
Staple Capacity 50 Sheets (LT), 30 Sheets (LT-R, LG, LD)(20 lb.)
Saddle-Stitch Paper Size LD, LT-R; Staple Capacity: 15 Sheets (17–20 lbs.)
MJ-1019 Finisher
Paper Size Ledger-to-Statement-R 

(Staple: 28 lbs., Non-Staple: 158 lbs. Index)
Tray Capacity 1st Bin: 1,000 Sheets (LT, ST-R), 500 Sheets 

(LT-R, LG, LD); 
2nd Bin: 1,000 Sheets (LT, ST-R), 500 Sheets 
(LT-R, LG, LD)

Cascade Yes
Offset Yes
Staple Type Multi-Position (4 Kinds)
Staple Capacity 50 Sheets (LT); 30 Sheets (LT-R, LG, LD)(20 lb.)
MJ-6001N Hole Punch Unit (Option for MJ-1019/1020)
Type 2 or 3 Holes
MY-1020 Cassette Module
Paper Supply 600-Sheet Cassettes
Paper Size Statement-R-to-Ledger (17 lbs. Bond–90 lbs. Index)
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